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To: All Vendors Bidding on The College of New Jersey  

Library Spirit Shop Renovation 

 
From: Lauren Manning 

 Finance & Business Services 

 

Date: January 15, 2026 

 

 

ADDENDUM NO.   1       ISSUE DATE:  January 15, 2026 

 

REFERENCE: The College of New Jersey 

   Library Spirit Shop Renovation  

   Bid No. AB260013 

 
   Date of Original Bidding Documents: December 23, 2025  

 

INTENT: This Addendum forms a part of the Contract Documents and modifies the original 
Bidding Documents and Prior Addenda if any, as identified above.   

 

     
 
VENDOR QUESTIONS: 
Question 1: Will working hours be regular day hours / night hours? 
Response:  Regular work hours. But since this is a library, the contractor should try to complete as much 
noisy work like demo, and hammer drilling etc. for before 9am.  
 
Question 2: Will we need to supply a porta potty? 
Response: Contractor is required to supply temporary bathroom facilities for their employees and/or sub-
contractors.  
 
Question 3: Will dumpster(s) require fencing around it? 

Response:  Dumpster will not require fencing around it.  
 
Question 4: Who is responsible for removing existing fixtures/furniture? 

Response:  Contractor is responsible for removing existing fixtures and furniture and disposing of it off 
campus. 
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Question 5: Will submittals be required?  If so, has the timeline been considered?  

Response: Submittals will be required. Any and All lead times of 3 weeks or more should be submitted 
very shortly after Notice to Proceed is issued, within in one week is preferred.  
 
Question 6: Can you please provide an award date and expected permit return start date? 
Response: Milestone schedule states 1/29/26 for the notice of intent to award issued. Permits to be 
submitted once a contractor is awarded, permit return date is usually a week or so after TCNJ delivers the 
permits application to DCA (Contractor is to immediately fill them out upon written go ahead from TCNJ 
to fill out the permit jacket and subcodes). 
 
Question 7: Please advise if the Vendor Qualification Sheet - Form #4 is also required to be submitted by 
subcontractors. 

Response: No, the Vendor Qualification Sheet is not required of subcontractors. 
 
Question 8: Please advise if the Umbrella/Excess Liability can be used to meet the requirements of the 
General Liability Requirements. 

Response: Yes, it can be used to meet the requirements. 
 
Question 9: Typical fire alarm at the College of NJ is either Simplex or Siemens.  Do you know what fire 
alarm is present? 

Response: Honeywell.  Contact information was included on the Milestone schedule, General Note # 8:  
Joshua Mogck at Joshua.Mogck@honeywell.com  – (609) 864 5240. 
 
REVISIONS TO DRAWINGS: 
Architectural 
G101    Life Safety Plan Level 1 

Revised occupancy tables associated with partition layout revisions. 
  
A101    Construction Plan & RCP 

Revised partition arrangements, Room 109, Room 110, Room 111, Room 112. 
             Revised ceiling layout based on the above. 
             Added detail for new partitions at existing exterior walls. 
  
A701    Door Schedule, Interior Elevations & Details 

Added ceiling header detail 4. 
             Added strapping requirements to partitions P1 and P2 
             Added partition types P3 and P4 
  
A901    Finish Plan & Schedule 

Revised floor finish type and layout 
 
 

mailto:Joshua.Mogck@honeywell.com
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Electrical 
E201     Electrical Power Plan 
 
E301     Electrical Lighting Plan 
E400     Electrical Panel Schedules and Details 
  
Fire Alarm 
FA201  Fire Alarm - Level 1 
  
Fire Protection 
FP201   Fire Protection - Level 1 
  
Mechanical 
M201    HVAC Ductwork Plan - Level 1 
M301    HVAC Piping Plan - Level 1 
M601    HVAC Schedules 
  
Telecom 
TC001  Telecom Symbols and Abbreviations 
TC201  Telecom - Level 1 
  
REVISION TO THE SPECIFICATION:  
Specifications 
096500   Revised specification to include VCT; removed base and SDT. 
  
ATTACHMENTS: 
Drawings 

• G101 
• A101 
• A701 
• A901 
• E201 
• E301 
• E400 
• FA201 
• FP201 
• M201 
• M301 
• M601 
• TC001 
• TC201 
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Specifications 

• 096500 
 
END OF ADDENDUM NO. 1                   
                     





1. ALL DIMENSIONS ARE INDICATED FROM THE FINISH FACE OF WALL U.O.N.

2. PROVIDE 4" CRITICAL DIMENSIONS BETWEEN ALL DOOR OPENINGS AND WALLS 
AT HINGE SIDE U.O.N. TYP.

3. ANY PLYWOOD USED IN CONSTRUCTION TO BE FRT PLYWOOD. 

4. IF CONTRACTOR DETERMINES THAT IT WILL BE LESS EXPENSIVE TO DEMOLISH 
PARTIAL EXISTING WALLS NOW SHOWN TO REMAIN THAT WILL BECOME PART 
OF NEW GWB PARTITIONS, THEY ARE TO PROCEED WITH DEMO AND 
RECONSTRUCTION OF NEW IN ITS PLACE. 

5. ANY DAMAGE CAUSED BY PREVIOUS DEMO AND FINISH REMOVAL TO BE 
PATCHED AND REPAIRED TO RECIEVE NEW FINISHES. 

6. GC IS RESPONSIBLE FOR CLEANING ALL EXISTING SPACES ENSURING SPACE IS 
READY FOR OCCUPANCY.

7. GC IS RESPONSIBLE FOR ALL CODE COMPLIANCE SIGNAGE. 

8. GC IS TO INCLUDE THE PREP OF ALL SURFACES AS REQUIRED TO MEET 
FACTORY ESTABLISHED STANDARDS TO RECIEVE NEW FINISH.

9. CONTRACTOR SHALL COORDINATE ALL TRADE REQUIREMENTS AND REPORT 
CONFLICTS IMMEDIATELY IF FOUND.  

10. ALL SURFACES SHALL BE PROPERLY PREPARED TO RECIEVE NEW FINISH 
MATERIAL AS SCHEDULED OR OTHERWISE CALLED FOR ON THE PLANS. 

11. REFER TO SHEET A901 FOR FINISHES, LOCATIONS AND DETAILS, INCLUDING 
PAINT COLORS. 

12. PROVIDE MINIMUM 18" CLEAR DIMENSION BETWEEN ALL DOOR OPENINGS AND 
ANY OBSTRUCTION AT THE PULL SIDE.

13. CONTRACTOR SHALL PROVIDE FIRE RATED BLOCKING IN WALLS WHERE 
REQUIRED. 

14. CONTRACTOR SHALL VERIFY AND CONFIRM PROPER METAL STUD GAUGE AND 
SPACING AND REPORT CONFLICTS TO ARCHITECT IMMEDIATLY IF FOUND. 

1i DOOR TAG

PARTITION TYPE TAG

NEW CONSTRUCTION

T8Ja

EXISTING CONSTRUCTION TO REMAIN

AREA NOT IN CONTRACT SCOPE

C1 PLAN KEYNOTE

  P1   

METAL STRAPPING - REFER TO PTYPE DETAILS

1

2

3

4

5

6

7

8

9

A B C D

STORAGE

111

BOOKSTORE SALES

109

CORRIDOR

110

A701 4

READING ROOM

103

GROUP STUDY

106

GROUP STUDY

105

106 105

A7011

109B

108

103

104

P3

P
2

C1C1C1C1C1

110

112

OFFICE

111

112

P1

P1
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10
'-3

"

9'-6"11'-11"

12
'-1

0"

5
A702

P1

111A

MILLWORK BY OTHERS; 
SEE ELECTRICAL AND IT 
DRAWINGS FOR 
COORDINATION

P
2

MILLWORK BY OTHERS; 
SEE ELECTRICAL AND IT 
DRAWINGS FOR 
COORDINATION

1

1

1

ALIGN FACE OF NEW 
PARTITION WITH FACE OF 

EXISTING COLUMN. 
MILLWORK SURROUND TO 
SIT PROUD OF PARTITION.

C2 C2

3'-5" 12'-7 1/4" 14'-4 3/4"

3
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A.F.F.

10'-6"

A.F.F.

10'-6"

A.F.F.

10'-6"

A.F.F.

10'-6"

B08 B08 B08 B08 B08 B08 B08

B16 B16 B16 B16 B16

C

C

C

C

R1 R1

E4 E4

E4

E4E4E4E4
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A101

1. NOT ALL MEP/FP, AV, IT, SECURITY, & STRUCTURAL COMPONENTS 
ARE SHOWN. REFER TO MEP/FP/AV/IT DRAWINGS FOR MORE 
INFORMATION.

2. WHERE SHOWN, MECHANICAL AIR DEVICES, ELECTRICAL DEVICES, 
AND SPRINKLER HEADS ARE INCLUDED AS EXAMPLES OF DESIGN 
INTENT. SEE FOR MEP/FP/AV/IT DRAWINGS  FULL SCOPE OF WORK.

3. MEP COMPONENTS REQUIRING ACCESS TO BE LOCATED AT 
ACCESSIBLE CEILINGS WHERE POSSIBLE. PROVIDE ACCESS PANELS 
AS REQUIRED AT LOCATIONS OF INACCESSIBLE CEILINGS. 
COORDINATE WITH ARCHITECT.

4. AVOID TILE SLIVERS LESS THAN 4".
5. ALL SUSPENDED ACOUSTIC PANEL SHALL BE CENTERED IN ROOM, 

U.N.O.
6. CENTER MECH AIR DEVICES, ELECTRICAL DEVICES, SPRINKLER 

HEADS, AND OTHER CEILING-MOUNTED DEVICES IN ACOUSTIC PANEL, 
U.N.O.

7. SEE ELECTRICAL DRAWINGS FOR DETAILED LIGHTING FIXTURE 
SCHEDULE.

8. SEE ELECTRICAL DRAWINGS FOR ADDITIONAL EMERGENCY LIGHTING 
INFORMATION.

9. ALL LIGHTS TO BE CENTERED IN ACOUSTIC PANEL, U.N.O.

1

EXISTING GWB TO REMAIN

LIGHTING LEGEND

EXISTING ACT TILE AND GRID TO REMAIN

CEILING LEGEND

2X4 ACT (REFER TO FINISH SCHEDULE)

GWB, PAINTED - REFER TO RCP FOR COLORS

AT1

P1 PAINT COLOR

C

A24

E1

E2

E3

E4

B08

B12

B16

X1

E5

A22

SLG: 6" RECESSED SQUARE DOWNLIGHT
DRS 6S LS15 G4 9FSK

EXISTING RECESSED 1X4 TO REMAIN

EXISTING LINEAR PENDANT TO REMAIN

EXISTING PENDANT TO REMAIN

EXISTING RECESSED CAN LIGHT TO REMAIN

COLUMBIA LIGHTING: 2X4 BACKLIT FLAT PANEL
CBT24-A-LSCS-EDD

HE WILLIAMS: 3" WIDE RECESSED LINEAR - 8FT LONG
LRX3X-8-L8/835-S-DMA-DIM-UNV

HE WILLIAMS: 3" WIDE RECESSED LINEAR - 12FT LONG
LRX3X-12-L8/835-S-DMA-DIM-UNV

HE WILLIAMS: 3" WIDE RECESSED LINEAR - 16FT LONG
LRX3X-16-L8/835-S-DMA-DIM-UNV

EXIT SIGN

EXISTING SOFFIT-MOUNTED COVE LIGHT TO REMAIN

COLUMBIA LIGHTING: 2X2 BACKLIT FLAT PANEL
CBT22-A-LSCS-EDD

A1
ACT MOUNTED LINEAR WASH TRACK LIGHTING 
BY OTHERS - SEE ELECTRICAL 

P1
PENDANT LIGHT SUSPENDED FROM ACT BY OTHERS -
SEE ELECTRICAL 1

1

EXISTING WAINSCOTTING AND BASE 
TO REMAIN

EXISTING EXTERIOR 
WINDOW FRAME

EXISTING EXTERIOR WALL

CUT & REMOVE WOOD WAINSCOTTING AND 
BASE WHERE NEEDED TO FACILITATE 
PARTITION INSTALLATION; SMOOTH, CLEAN, 
STAIN, AND SEAL CUT SURFACES THAT 
WILL BE EXPOSED TO VIEW

EXISTING EXTERIOR 
WINDOW

SEE PTYPES

OUTSIDE FACE OF WALL TO 
ALIGN WITH OUTSIDE OF 
EXISTING WINDOW FRAME

AT1

EXISTING DECK

AT1

M
IN

.

6"

ACT CEILING

10'-6"

HEADER

7'-3"

SEE RCP

MTL CORNER BEAD, 
BOTH SIDES

BOX HEADER ENGINEERED 
BY CFMF MFR/ENGINEER
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CONSTRUCTION PLAN &

RCP

2025-23302

12/17/2025
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R.G. VANDERWEIL ENGINEERS, LLP

718 Arch Street
Philadelphia, PA 19106-1530
215.923.1608

337 Witherspoon Street

Princeton, NJ 08542    

t: 609.921.1131

KSS ARCHITECTS

www.kssarchitects.com

PLAN GENERAL NOTES PLAN LEGEND

1/8" = 1'-0"A101

1 CONSTRUCTION PLAN - LEVEL 1

1/8" = 1'-0"A101

2 RCP - LEVEL 1

RCP GENERAL NOTES RCP LEGEND

TRUE
NORTH

No. Date Description

1 01/15/2026 Addendum 1

CONSTRUCTION PLAN KEYNOTES

KEY NOTE

C1 REUSE DEMOLISHED COLUMN MILLWORK OR REPLACE IN

KIND TO COVER GAP AT EXISTING OVERHEAD COILING

GRILLE.

C2 CUT & REMOVE WOOD MOLDING & TRIM WHERE NEEDED

TO FACILITATE PARTITION INSTALLATION; SMOOTH, CLEAN,

STAIN, AND SEAL CUT SURFACES THAT WILL BE EXPOSED

TO VIEW.

C3 PROVIDE METAL STRAPPING THIS SIDE OF WALL. REFER

TO PTYPES FOR ADDITIONAL INFORMATION.

RCP PLAN KEYNOTES

KEY NOTE

R1 EXISTING OVERHEAD COILING GRILLE TO

REMAIN.

R2 EXISTING SOFFIT TO REMAIN.

R3 NEW GWB SOFFIT.

1 1/2" = 1'-0"A101

3 PLAN DETAIL

1 1/2" = 1'-0"A101

4 CEILING DETAIL @ HEADER

1

1

1



2'
-6

"
7'

-0
"

P1

P1

P1

B1 B1

14'-6" 26'-10 3/4"

EQ EQ EQ EQ EQ EQEQ EQ EQ

9'
-6

"

6'-0" EQ EQ EQ EQ

GLI1

7'
-0

 3
/4

"
2'

-5
 1

/4
"

P1

109A

P1

P1 P1

F1

P1 P1P1

P1P1
P1

P1

3
A701

9
A701

WD1 WD1

NEW WOOD TRIM TO 
MATCH EXISTING

NEW WOOD TRIM TO 
MATCH EXISTING

10
A701

10
A701

6
A701

5
A701

6
A701

6
A701

6
A701

109A

GLI1

2
A701
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WIDTH

PANEL TYPE F

1'
-0

"

6"

H
E

IG
H

T

6"

6"

PANEL TYPE FG
GLASS TYPE GLI-1 UON

WIDTH

PANEL TYPE FA
GLASS TYPE GL-1 UON

STILE HEIGHT TO MATCH 
EXISTING

6" 6"

WIDTH

H
E

IG
H

T

1'
-0

"
6"

PANEL TYPE FN
GLASS TYPE GLI-1 UON

H
E

IG
H

T

WIDTH

6" 6"

1'
-0

"
6"

6"

3'
-0

"

CL

2"
H

E
IG

H
T

2" WIDTH 2"

FRAME TYPE FRM-00 FRAME TYPE FRM-20B
GLASS TYPE G1 UON

2"
H

E
IG

H
T

2"
2'-0"

2"
WIDTH 2"

FRAME TYPE FRM-20A
GLASS TYPE G1 UON

2"
H

E
IG

H
T

2"
4'-0"

2"
WIDTH

2"

FRAME TYPE FRM-21 
WITH TOP ARCH

HM HOLLOW METAL - SHOP PRIMED FOR PAINTING IN 
FIELD (WELDED FRAME)

WD SOLID CORE WOOD DOOR

GL 3/8" THICK CLEAR TEMPERED GLASS

PX PRIMED AND PAINTED, REFER TO FINISH SCHEDULE 
FOR COLOR. FINISH TO BE SEMI-GLOSS

EX EXISTING DOOR OR FRAME TO REMAIN

CLA CLEAR ANDODIZED

CL CLEAR COAT FACTORY FINISH

P2
GWB PARTITION - (1) LAYER 5/8" GWB EACH SIDE TO UNDERSIDE OF SOFFIT
3 5/8" MTL. FRAME W/SOUND ATT. BLANKET

4 7/8"
LINE OF EXISTING SLAB

CONTINUOUS ACOUSTIC SEALANT BEAD 
BOTH SIDES

SCHEDULED BASE

3 1/2" SOUND ATTEN. BLANKET

20 GAUGE AT 16" O.C.
3 5/8" MTL. STUDS

5/8" GWB BOTH SIDES

FINISHED CLG

ALIGN TOP OF DRYWALL WITH TOP 
OF TRACK

MTL. BRACING

EXISTING DECKING

CONTINUOUS  METAL STUD 
RUNNER SECURED TO 
CONCRETE FLOOR SLAB

P1
GWB PARTITION - (1) LAYER 5/8" GWB EACH SIDE TO 6" ABOVE CEILING
3 5/8" MTL. FRAME W/SOUND ATT. BLANKET

4 7/8"
LINE OF EXISTING SLAB

CONTINUOUS ACOUSTIC 
SEALANT BEAD BOTH SIDES

SCHEDULED BASE

3 1/2" SOUND ATTEN. BLANKET

20 GAUGE AT 16" O.C.
3 5/8" MTL. STUDS

5/8" GWB BOTH SIDES

FINISHED CLG

MTL. BRACING

EXISTING DECKING

CONTINUOUS  METAL STUD 
RUNNER SECURED TO CONCRETE 
FLOOR SLAB

 
6"

NEW DRYWALL SOFFIT, SEE RCP & REFER 
TO DETAIL 10/ A701

PROVIDE PONY WALL 
ANCHORS AT CANTILEVERED 
PARTITIONS AS REQUIRED

P3
GWB PARTITION - (1) LAYER 5/8" GWB EACH SIDE TO DECK
3 5/8" MTL. FRAME W/SOUND ATT. BLANKET

4 7/8"

LINE OF EXISTING SLAB

CONTINUOUS ACOUSTIC SEALANT BEAD 
BOTH SIDES

SCHEDULED BASE

3 1/2" SOUND ATTEN. BLANKET

20 GAUGE AT 16" O.C.
3 5/8" MTL. STUDS

5/8" GWB BOTH SIDES

FINISHED CLG

EXISTING DECKING

CONTINUOUS  METAL STUD RUNNER 
SECURED TO CONCRETE FLOOR SLAB

 
6"

DEEP LEG DEFLECTION TRACK

20 GAGE 6" HIGH METAL STRAPPING 
INSTALLED TO FACE OF METAL STUDS 
WHERE NOTED ON PLAN. SECURE 
WITH SELF TAPPING SCREWS
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20 GAGE 6" HIGH METAL STRAPPING 
INSTALLED TO FACE OF METAL STUDS 
WHERE NOTED ON PLAN. SECURE WITH 
SELF TAPPING SCREWS
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STORAGE SIDESALES SIDE READING ROOM SIDESALES SIDE STORAGE SIDE OFFICE SIDE

CONTINUOUS ACOUSTIC SEALANT BEAD

P4
GWB PARTITION - (1) LAYER 5/8" TO DECK, GWB ONE SIDE
6" MTL. FRAME

LINE OF EXISTING SLAB

CONTINUOUS ACOUSTIC 
SEALANT BEAD

SCHEDULED BASE

20 GAUGE AT 16" O.C.
6" MTL. STUDS

5/8" GWB

FINISHED CLG

EXISTING DECKING

CONTINUOUS  METAL STUD 
RUNNER SECURED TO 
CONCRETE FLOOR SLAB

 
6"

DEEP LEG 
DEFLECTION TRACK

1/2" 6 5/8"

EXISTING EXTERIOR WALL

H
E

IG
H

T

WIDTH

1

2"

GLI1

DOOR AS SCHEDULED

ALUMINUM FRAME

EXISTING DECK

PROVIDE BRACING AS 
NEEDED

AT1

EXISTING CEILING

9'-6"

EXISTING CEILING

10'-6"

EXISTING ACT CEILING

EXISTING GWB SOFFIT

2'-0"

2"
2"

2"

FINISHED FLOORALUMINUM FRAME

EXISTING DECK

PROVIDE BRACING AS 
NEEDED

AT1

NEW SOFFIT

9'-6"

EXISTING CEILING

10'-6"

5/8" GWB

EXISTING ACT CEILING

3 5/8" MTL STUD

2'-0"

NEW PARTITION AS SCHEDULED

NEW WOOD TRIM ON READING ROOM SIDE 
TO MATCH EXISTING PAINTED P1

ALUMINUM FRAME

2"
2"

2"

ALUMINUM 
FRAME

CUT & REMOVE WOOD MOLDING 
& TRIM TO FACILITATE 
PARTITION INSTALLATION; 
SMOOTH, CLEAN, STAIN, AND 
SEAL CUT SURFACES THAT WILL 
BE EXPOSED TO VIEW

NEW PARTITION 

EXISTING WOOD MOLDING

2"

ALUMINUM 
FRAME

2"

4 1/2" X 4 1/2" STANDARD 
WEIGHT HINGES ARE 
REQUIRED

DOOR AS SCHEDULED

ALUMINUM FRAME

CUT & REMOVE WOOD MOLDING 
& TRIM TO FACILITATE 
PARTITION INSTALLATION; 
SMOOTH, CLEAN, STAIN, AND 
SEAL CUT SURFACES THAT WILL 
BE EXPOSED TO VIEW

NEW PARTITION 

EXISTING WOOD MOLDING

HM DOOR FRAME
WITH DRYWALL DOUBLE
RETURN

CONT. SEALANT
(TYP. @ BOTH SIDES)

GYPSUM WALL BOARD- SEE
FLOOR PLANS AND
PARTITION TYPES FOR
NUMBER AND DESCRIPTION
OF LAYERS

DOOR, SEE SCHEDULE

MTL STUD BUILT UP HEADER

SEE PARTITION TYPES

1/2"1/2"

1 15/16"1 15/16"

VARIES

JAMB DEPTH

DOOR, SEE SCHEDULE

JAMB ANCHOR

DOUBLE-UP METAL STUDS
@ JAMB

CONT. SEALANT
(TYP. @ BOTH SIDES)

WHERE HM DOOR FRAME IS
LOCATED ADJACENT TO A
PERPENDICULAR WALL,
LOCATE AS SHOWN

GYPSUM WALL BOARD- SEE
FLOOR PLANS AND
PARTITION TYPES FOR
NUMBER AND DESCRIPTION
OF LAYERS

HM DOOR FRAME
W/DRYWALL DOUBLE
RETURN, GROUT SOLID
FULL HT.
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4" 2" 5/8"

1/
2"

1/
2"

0' - 4" MAX.
FLASH-PATCH AND FEATHER 
ABOVE FILL PLUG
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1/4" = 1'-0"A701

4 ELEVATION @ STORE SIDE

1/4" = 1'-0"A701

1 ELEVATION @ READING ROOM SIDE

DOOR SCHEDULE

 NUMBER HEIGHT WIDTH

DOOR FRAME DETAIL HARDWA
RE SET COMMENTSTYPE MATERIAL FINISH TYPE MATERIAL FINISH HEAD JAMB SILL

103 7'-0" 3'-0" F EX EX EX EX EX EX EX EX EX EXISTING DOOR TO REMAIN

104 7'-0" 3'-0" F EX EX EX EX EX EX EX EX EX EXISTING DOOR TO REMAIN

105 7'-0" 3'-0" FG AL/GL CLA FRM-20B AL CLA 3/A701 (SIM.) 2/A701 001 INTERIOR ALUM/GLASS

106 7'-0" 3'-0" FG AL/GL CLA FRM-20A AL CLA 3/A701 (SIM.) 2/A701 001 INTERIOR ALUM/GLASS

108 7'-0" 3'-0" F EX EX EX EX EX EX EX EX EX EXISTING DOOR TO REMAIN

109A 7'-0" 6'-0" FG AL/GL --- --- 3/A701 (SIM.) SEE ELEV. 004 INTERIOR ALUM/GLASS

109B 7'-0" 3'-0" FG EX EX EX EX EX EX EX EX RETROFIT DOOR & EXISTING EXIT DEVICE TO RECEIVE EXTERIOR
HARDWARE

110 6'-9" 4'-6" FA ALUM SF CLA FRM-21 ALUM SF CLA 8/A702 1/A702 3/A702 002 ALUM STOREFRONT

111 6'-9" 6'-0" FN HM P2 FRM-00 HM P2 7/A701 8/A701 003

111A 7'-0" 4'-0" F HM P2 FRM-00 HM P2 7/A701 8/A701

112 7'-0" 3'-0" F HM P2 FRM-00 HM P2 7/A701 8/A701 005

DOOR PANEL LEGEND DOOR FRAME LEGEND

DOOR FINISH LEGEND

PARTITION TYPES

3" = 1'-0"A701

3 DETAIL @ INTERIOR GLAZING DOOR & GLASS

1 1/2" = 1'-0"A701

9 DETAIL @ INTERIOR GLAZING

No. Date Description

1 01/15/2026 Addendum 1

1 1/2" = 1'-0"A701

10 DETAIL @ NEW SOFFIT & TRANSOM

3" = 1'-0"A701

6 DETAIL @ INTERIOR GLAZING COLUMN JAMB

3" = 1'-0"A701

5 DETAIL @ INTERIOR GLAZING JAMB

3" = 1'-0"A701

2 DETAIL @ INTERIOR GLAZING DOOR

3'-0" + 1'-6"

3" = 1'-0"A701

7 HOLLOW METAL HEAD @ GWB PARTITION

3" = 1'-0"A701

8 HOLLOW METAL JAMB @ GWB PARTITION

3" = 1'-0"A701

14 INFILL SLAB DETAIL

AL/GL ---



1. ALL GYP BD WALLS ARE TO RECEIVE A LEVEL 4 FINISH U.O.N.

2. REFERENCE ELEVATIONS/SECTIONS/DETAILS FOR ADDITIONAL FINISHES AND LOCATIONS.

3. ALL FLOOR SLABS ARE TO BE PROPERLY PREPARED ACCORDING TO MANUFACTURERS REQUIREMENTS PRIOR
TO INSTALLATION OF NEW SCHEDULED FLOOR  FINISH MATERIALS.

4. ALL FLOOR FINISH TRANSITIONS ARE TO OCCUR AT CENTERLINE OF DOOR U.O.N.

5. AVOID FLOOR FINISH SLIVERS LESS THAN 4".

6. FLOOR TILE TO BE CENTERED IN ROOM U.O.N.

7. WALL TILE GROUT JOINTS TO ALIGN WITH FLOOR TILE GROUT JOINTS WHERE POSSIBLE

8. ALL FLOOR FINISHES TO BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS. FLOORING
CONTRACTOR IS RESPONSIBLE FOR INSPECTION OF SLAB CONDITION PRIOR TO FLOOR FINISH INSTALLATION.

9. CONTRACTOR TO PURCHASE AN EXCESS OF 10% OF ALL CARPET, TILE, AND RESILIENT FLOOR FINISHES FOR
ATTIC STOCK.

10. REF. MEP DWGS FOR LOCATION AND SIZE OF FLOOR MOUNTED POWER/DATA RECEPTACLE.

11. INSTALL WALL BASE BEHIND ALL FREESTANDING EQUIPMENT.

12. PAINT FINISHES TO BE AS FOLLOWS:
WALLS: EGGSHELL
DOORS & FRAMES: SEMI-GLOSS
CEILINGS & EXPOSED DECK/DUCTWORK/ETC.: DRYFALL

13. ALL WALLS TO BE U.N.O.

14. ALL WALL BASE TO BE     U.N.O.

P1

B1

ACCENT FINISH

FLOOR FINISH

TRANSITION IN FLOORING FINISHES. 
SEE SILL TYPE DETAILS ON A___.

AREA NOT IN CONTRACT SCOPE

DIRECTION OF FLOORING INSTALL

MILLWORK FINISH:

INDICATES COUNTER TREATMENT

INDICATES CABINET TREATMENT

FINISH PLAN KEYNOTE

WT1

ROOM NAME

101

X

X
X

WALL BASE

WALL FINISH

SS1
L1

F1

RT1

RT2

RT3

C1

WM1

1

1

2

3

4

5

6

7

8

9

A B C D

OFFICE

112

STORAGE

111

BOOKSTORE SALES

109

CORRIDOR

110

READING ROOM

103

GROUP STUDY

106

GROUP STUDY

105

B1

P1

RT2

C1

B1

P1
WM1

B1

P1

RT3

B1

P1

EXISTING 
FINISHES 

TO REMAIN

RT1

RT2

F1

F1

F1

F1

F2

F2

F2

F2

F2

F2 F2

F2

B

A

RT1 EXIST.

A

C

W
D

1

C

RT1

RT2

P
1

A

RT3

RT1

1

RESILIENT BASE

GLASS

ACOUSTIC TILE

INTEGRAL BASE

PLASTIC LAMINATE

CARPET

CORNER GUARD

PREFABRICATED PANEL

PAINT

RESILIENT SHEET

RESILIENT TILE

SOLID SURFACE

WALLCOVERING

STONE

WOOD

WINDOW TREATMENT

TILE

UPHOLSTERED SYSTEM

SPECIAL FLOOR

SPECIAL BASE

SPECIAL WALL

SPECIAL CEILING

B

G

AT

I

L

C

CG

PF

P

RS

RT

SS

W

S

WD

WT

T

U

XF

XB

XW

XC

FILMF

METALM

WALK-OFF MATERIALWM

FLOOR

RT1 LAMINATED VINYL TILE
MFR: MANNINGTON COMMERCIAL
PRODUCT: AMTICO SIGNATURE COLLECTION
COLOR: TBD
SIZE: TBD
INSTALLATION: TBD
NOTES: 

BASE

RUBBER WALL BASE
MFR: MANNINGTON
PRODUCT: BURKEBASE TYPE TP - THERMOPLASTIC 
RUBBER BASE
COLOR: 217 CHARCOAL
PROFILE: COVED
SIZE: 6" HIGH, 100' ROLL TYP.
INSTALLATION: CONTINUOUS ROLLED GOODS

B1

WALL

PAINT
MFR: BENJAMIN MOORE
PRODUCT: SCUFF-X
COLOR: TBD
FINISH: EGGSHELL

P1

CEILING

ACOUSTICAL CEILING TILE
MFR: ARMSTRONG
PRODUCT: DUNE TEGULAR - 24"X48"
EDGE: 9/16" BEVELED TEGULAR
COLOR: WHITE
GRID: SUPRAFINE XL 9/16"
GRID COLOR: WHITE

AT1

RT2 LAMINATED VINYL TILE
MFR: MANNINGTON COMMERCIAL
PRODUCT: AMTICO SIGNATURE COLLECTION
COLOR: TBD
SIZE: TBD
INSTALLATION: TBD
NOTES: 

WOOD WALL BASE
PRODUCT: WOOD WALL BASE TO MATCH EXISTING

WD1

WM1 WALK OFF MAT
MFR: MANNINGTON
PRODUCT: RUFFIAN II
COLOR: EBONY EARTH 1506
SIZE: 24" X 24"
INSTALLATION: MONOLITHIC

PAINT
MFR: BENJAMIN MOORE
PRODUCT: SCUFF-X
COLOR: 2111-50 STONE HARBOR
FINISH: EGGSHELL

P2

RT3 VINYL COMPOSITION TILE
MFR: ARMSTRONG FLOORING
PRODUCT: STANDARD EXCELON IMPERIAL TEXTURE
COLOR: TBD
SIZE: 12" X 12"
INSTALLATION: MONOLITHIC

C1 CARPET TILE
MFR: MANNINGTON
PRODUCT: TBD
COLOR: TBD
SIZE: TBD
INSTALLATION: TBD

1

LVT LVT

A

LVT TO LVT
(NO TRANSITION)

CENTERLINE OF DOOR 
OR AS NOTED ON PLAN

B

LVT TO EXISTING WOOD

EXISTING WOOD FLOORLVT

ADA COMPLIANT ALUMINUM TRANSITION -
CONTRACTOR TO CONFIRM HEIGHT OF 

EXISTING WOOD FLOOR PRIOR TO FINAL 
PRODUCT SELECTION

CENTERLINE OF DOOR 
OR AS NOTED ON PLAN

C

RESILIENT TO CARPET/WALK-OFF MAT

CARPET/WALK-OFF MATRESILIENT

DOOR

SCHLUTER, RENO-U 
ANODIZED ALUMINUM

1

1

Project No.:
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A901

FINISH PLAN & SCHEDULE

2025-23302

12/17/2025
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R.G. VANDERWEIL ENGINEERS, LLP

718 Arch Street
Philadelphia, PA 19106-1530
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Princeton, NJ 08542    

t: 609.921.1131

KSS ARCHITECTS

www.kssarchitects.com

FINISH PLAN GENERAL NOTES FINISH PLAN LEGEND

1/8" = 1'-0"A901

1 FINISH PLAN - LEVEL 1

TRUE
NORTH

FINISH TAG ABBREVIATIONSFINISH SCHEDULE

FLOOR TRANSITIONS

FINISH PLAN KEY NOTES

KEY NOTE

F1 EXISTING WALL BASE AND CHAIR RAIL TO

REMAIN.

F2 EXISTING COLUMN MILLWORK TO BE

PAINTED P1.

No. Date Description

1 01/15/2026 Addendum 1

















Brian Acrin
Line

Brian Acrin
Line
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ADDENDUM 1 - JANUARY 15, 2026 

 

TCNJ SPIRIT SHOP 

EWING TOWNSHIP, NJ 08618 

           KSS JOB #: 23302 

 

SECTION 09 65 00 

RESILIENT FLOORING 

 

PART 1 -  GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 01 Specification Sections, apply to this Section. 

 

1.2 SUMMARY 

A. Section Includes: 

(1) Static-dissipative, vinyl composition tile flooring. 

(2) Rubber base. 

(3) Luxury vinyl tile flooring. 

 

1.3 SUBMITTALS 

A. Product Data:  For each type of product indicated. 

B. Samples for Initial Selection:  For each type of floor covering indicated. 

(1) Include similar Samples of installation accessories involving color selection. 

C. Samples for Verification: In manufacturer's standard size, but not less than 6-by-9-inch 

sections of each color and pattern of floor covering required. 

D. Product Schedule:  For floor covering.  Use same designations indicated on Drawings. 

 

1.4 CLOSEOUT SUBMITTALS 

A. Maintenance Data:  For each type of floor covering to include in maintenance manuals. 

 

1.5 QUALITY ASSURANCE 

A. Fire-Test-Response Characteristics: As determined by testing identical products according 

to ASTM E 648 or NFPA 253 by a qualified testing agency. 

(1) Critical Radiant Flux Classification:  Class I, not less than 0.45 W/sq. cm. 

B. Mockups: Build   mockups   to   verify selections   made   under   sample   submittals and 

to demonstrate aesthetic effects and set quality standards for materials and execution. 
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(1) Build mockups for each type of floor covering including integral-flash-cove-base and 

resilient base and accessories. 

• Size: Minimum 100 sq. ft. for each type, color, and pattern in locations 

directed by Architect. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Store floor coverings and installation materials in dry spaces protected from the weather, 

with ambient temperatures maintained within range recommended by manufacturer, but 

not less than 65 deg F or more than 90 deg F. 

(1) Floor Tile:  Store on flat surfaces. 

 

1.7 PROJECT CONDITIONS 

A. Maintain ambient temperatures within range recommended by manufacturer, but not less 

than 70 deg F or more than 95 deg F, in spaces to receive floor coverings during the 

following time periods: 

(1) 72 hours before installation. 

(2) During installation. 

(3) 72 hours after installation. 

B. Until Substantial Completion, maintain ambient temperatures within range recommended 

by manufacturer, but not less than 55 deg F or more than 95 deg F. 

C. Close spaces to traffic during floor covering installation. 

D. Close spaces to traffic for 72 hours after floor covering installation. 

 

1.8 Install floor coverings after other finishing operations, including painting, have been 

completed. 

 

PART 2 -  PRODUCTS 

2.1 VINYL TILE FLOORING 

A. Manufacturers: Subject to compliance with requirements, provide resilient flooring systems 

as manufactured by one of the following: 

(1) Vinyl Composition Tile: 

• Armstrong World Industries, Inc. 

• Approved equal. 
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(2) Thickness: 0.125 inch. 

(3) Size: 12 by 12 inches 

(4) Colors and Patterns: As scheduled or selected from full range of industry colors. 

B. Static-Dissipative, Vinyl Composition Floor Tile: ASTM F 1066 (vinyl composition floor tile, 

nonasbestos formulated), Class 2 (through-pattern tile). 

(1) Thickness:  0.125 inch. 

(2) Size:  12 by 12 inches; or as selected by the Commissioner. 

(3) Colors and Patterns:  As scheduled or selected from full range of industry colors. 

C. Static-Dissipative Properties: Provide static-control resilient flooring  with  static-control 

properties indicated as determined by testing identical products per test method indicated 

by an independent testing and inspecting agency. 

(1) Electrical Resistance:  Test per ASTM F 150 with 100-V applied voltage. 

• Average greater than 1 megohm and less than or equal to 1000 megohms when 

installed floor coverings are tested surface to ground. 

(2) Static Generation: Less than 300 V when tested per AATCC-134 at 20 percent relative 

humidity with conductive footwear. 

(3) Static Decay: 5000 to zero V in less than 0.25 seconds when tested per FED-STD- 

101C/4046.1. 

2.2 RUBBER BASE 

A. Rubber Base: 

(1) Manufacturers: Subject to compliance with requirements, manufacturers offering  

products that may be incorporated into the Work include, but are not limited to, 

the following: 

• Armstrong World Industries, Inc. 

• Burke Mercer Flooring Products; Division of Burke Industries, Inc. 

• Flexco, Inc. 

• Johnsonite. 

• Roppe Corporation, USA. 

B. Rubber Base Standard:  ASTM F 1861. 

(1) Material Requirement:  Type TV (vinyl, thermoplastic). 

(2) Manufacturing Method:  Group I (solid, homogeneous) or Group II (layered). 

http://www.specagent.com/LookUp/?ulid=6279&amp;mf=04&amp;src=wd
http://www.specagent.com/LookUp/?uid=123456830765&amp;mf=04&amp;src=wd
http://www.specagent.com/LookUp/?uid=123456830766&amp;mf=04&amp;src=wd
http://www.specagent.com/LookUp/?uid=123456830769&amp;mf=04&amp;src=wd
http://www.specagent.com/LookUp/?uid=123456830770&amp;mf=04&amp;src=wd
http://www.specagent.com/LookUp/?uid=123456830775&amp;mf=04&amp;src=wd
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(3) Style:  Straight base only. 

C. Minimum Thickness:  0.125 inch. 

D. Height:  4 inches unless otherwise indicated on Drawings. 

E. Lengths:  Coils in manufacturer's standard length. 

F. Outside Corners: Pre-formed. 

G. Inside Corners: Pre-formed. 

H. Finish:  As selected by Architect from manufacturer's full range. 

I. Colors and Patterns:  As selected by Architect from full range of industry colors. 

 

2.3 LUXURY VINYL TILE FLOORING 

A. Manufacturers: Subject to compliance with requirements, provide luxury vinyl tile 

flooring as manufactured by Mannington commercial or approved equal. 

B. Construction: Luxury Vinyl Tile & Plank, Non-orthophthalate 

C. Thickness: 0.098 inches (2.5mm) 

D. Wear Layer: 40mil (1.0mm) 

E. Size: Multiple, as specified. 

F. Colors and Patterns: As scheduled or selected from full range of industry colors. 

G. Warranty: Limited 25 Year Commercial & 25 Year Finish Coat Warranty 

 

2.4 INSTALLATION MATERIALS 

A. Trowelable Leveling and Patching Compounds: Latex-modified, portland cement based or 

blended hydraulic-cement-based formulation provided or approved by manufacturer for 

applications indicated. 

B. Adhesives: Water-resistant type recommended by manufacturer to suit products and 

substrate conditions indicated. 

(1) Adhesives shall have a VOC content of not more than 50 g/L when calculated according 

to 40 CFR 59, Subpart D (EPA Method 24). 

C. Floor Polish:  Provide protective liquid floor polish products as recommended by 

manufacturer. 

 

PART 3 -  EXECUTION 
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3.1 EXAMINATION 

A. Examine substrates, with Installer present, for compliance with requirements for maximum 

moisture content and other conditions affecting performance of the Work. 

B. Verify that finishes of substrates comply with tolerances and other requirements specified 

in other Sections and that substrates are free of cracks, ridges, depressions, scale, and 

foreign deposits that might interfere with adhesion of floor coverings. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 

 

3.2 PREPARATION 

A. Prepare substrates according to manufacturer's written instructions to ensure adhesion of 

floor coverings. 

B. Concrete Substrates:  Prepare according to ASTM F 710. 

(1) Verify that substrates are dry and free of curing compounds, sealers, and hardeners. 

(2) Remove substrate coatings and other substances that are incompatible with floor 

covering adhesives and that contain soap, wax, oil, or silicone, using mechanical 

methods recommended by manufacturer.  Do not use solvents. 

(3) Alkalinity and Adhesion Testing: Perform tests recommended by manufacturer. Proceed 

with installation only after substrates pass testing. 

(4) Moisture Testing: Perform tests recommended by manufacturer. Proceed  with  

installation only after substrates pass testing. 

C. Fill cracks, holes, and depressions in substrates with trowelable leveling and patching 

compound and remove bumps and ridges to produce a uniform and smooth substrate. 

D. Do not install floor coverings until they are same temperature as space where they are to 

be installed. 

(1) Move floor coverings and installation materials into spaces where they will be installed 

at least 72 hours in advance of installation. 

E. Sweep and vacuum clean substrates to be covered by floor coverings immediately before 

installation. 

 

3.3 INSTALLATION, GENERAL 

A. Comply with manufacturer's written instructions for installing floor coverings. 
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B. Scribe and cut floor coverings to butt neatly and tightly to vertical surfaces, permanent 

fixtures, and built-in furniture including cabinets, pipes, outlets, edgings, thresholds, and 

nosings. 

C. Extend floor coverings into toe spaces, door reveals, closets, and similar openings. 

D. Maintain reference markers, holes, or openings that are in place or marked for future 

cutting by repeating on floor coverings as marked on subfloor. Use chalk or other 

nonpermanent marking device. 

E. Install floor coverings on covers for telephone and electrical ducts and similar items in 

finished floor areas. Maintain overall continuity of color and pattern between pieces of 

floor covering installed on covers and adjoining floor covering. Tightly adhere floor 

covering edges to substrates that abut covers and to cover perimeters. 

F. Adhere floor coverings to substrates using a full spread of adhesive applied to substrate to 

produce a completed installation without open cracks, voids, raising and puckering at 

joints, telegraphing of adhesive spreader marks, and other surface imperfections. 

 

3.4 FLOOR TILE INSTALLATION 

A. Comply with manufacturer's written instructions for installing floor tile. 

B. Scribe, cut, and fit floor tiles to butt neatly and tightly to vertical surfaces and permanent 

fixtures including built-in furniture, cabinets, pipes, outlets, and door frames. 

C. Adhere floor tiles to flooring substrates using a full spread of adhesive applied to substrate 

to produce a completed installation without open cracks, voids, raising and puckering at 

joints, telegraphing of adhesive spreader marks, and other surface imperfections. 

 

3.5 CLEANING AND PROTECTION 

A. Comply with manufacturer's written instructions for cleaning and protection of floor 

coverings. 

B. Perform the following operations immediately after completing floor covering installation: 

(1) Remove adhesive and other blemishes from exposed surfaces. 

(2) Sweep and vacuum surfaces thoroughly. 

(3) Damp-mop surfaces to remove marks and soil. 

C. Protect floor coverings from mars, marks, indentations, and other damage from 

construction operations and placement of equipment and fixtures during remainder of 

construction period. 
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D. Floor Polish: Remove soil, visible adhesive, and surface blemishes from floor coverings 

before applying liquid floor polish. 

(1) Apply coat(s) in accordance with manufacturer’s recommendations. 

E. After allowing drying room film (yellow film caused by linseed oil oxidation) to disappear, 

cover floor coverings until Substantial Completion. 

 

END OF SECTION 
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